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JMS AG 
Rainer-Haungs-Strasse 42 
77933 Lahr/Germany 
 
Phone: +49 (7821) 9 94 69 – 0 
Fax:  +49 (7821) 9 94 69 – 100 

Internet: www.jms.aero 
E-Mail: sales@jms.aero 
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Datasheet:                                    p/n: J-CART-A 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Standard features:  

 Steel frame hot-dip galvanized 

 Towbar diameter 3” / 76mm  

 Towbar height 250mm / 450mm 

 Air-inflated tires 

 

 

Options (at extra charges): 

 Puncture-proof tires → Option R3 

 Customized Towbar (Diam. / height) → Option TB1 

 

Application:  

Highspeed / Tarmac towing of 

 J-AXLE A-Series axle jacks: 
 

 p/n J-AXLE45A 

 p/n J-AXLE60A 

 p/n J-AXLE90A 

 p/n J-AXLE105A 

Documentation: 

 Technical manual incl. illustrated spare parts list 

 COC Certificate of Conformity 

Net weight (without options): 

 66 kg  /  145 lbs 

Shipping dimensions incl. packing: 

Approx. 

Weight 

Approx. shipping Dim. 

l x w x h 

Approx. 

Volume 

[kg] 

84 

[mm] 

1450 x 800 x 690 

[m³] 

0,80 

[lbs] 

185 

[inch] 

57.1 x 31.5 x 27.2 

[ft³] 

28.3 

 

Shown with J-AXLE90A 
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